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P r o c e s s i n g  y o u r  f u t u r e

Standard power supply 95-265V AC/DC
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DIGITAL PROCESS MEASUREMENT

ConnectionsHousing

DISTRIBUTED BY:

Rev 1 - 25/06/2002 - 7000

GUARANTEE

This product is guaranteed against faulty workmanship or defective material, for a period of 3 
(three) years from date of delivery by DPM. DPM undertakes to repair without charge all 
defective equipment which is returned to it (transportation costs prepaid) during the period of 
guarantee, provided there is no evidence
that the equipment has been abused or
mishandled in any way.

DPM reserves the right to alter any
specification without notice.

E-mail : stephane@dpm.co.za
Website : www.dpm.co.za

The Model 7000 is a  DIN-rail mount serial communications isolated converter. It converts RS485 

to RS232, or RS232 to RS232, with an isolation barrier rating of greater than 1500V. This product 

meets European Community EMC directive 89/336/EEC & Low Voltage Directive 73/23/EEC.

q   Small DIN-rail mount 92 x 92 x 26 mm

q   Isolation of greater than 1500V

Features Power Supply

POWER SUPPLY : 95 - 265V AC / DC S/N:

MODEL 7000
DPMCOMM

E
a

rt
h

N
e

u
tr

a
l

L
iv

e

1 3 4 752 8 9 106 E11 12 L N13 14 15

AC supply

+     -

R
T

S
 (

R
S

2
3

2
)

POWER
SUPPLY

RS 232
COMPUTER

SIDE

RS232

Is
o

la
ti

o
n

 b
a

rr
ie

r

-D
a

ta
 (

R
S

4
8

5
) 

/ 
T

x
 (

R
S

2
3

2
)

C
T

S
 (

R
S

2
3

2
)

G
N

D
 2

G
N

D
 2

+
D

a
ta

 (
R

S
4

8
5

) 
/ 
R

x
 (

R
S

2
3

2
)

G
N

D
 1

R
T

S

T
x

G
N

D
 1

R
x

C
T

S

R
x 

(T
T

L
)

T
x
 (

T
T

L
)

G
N

D
 2

SERIAL COMMUNICATIONS CONVERTER / ISOLATOR

TTL

RS485

DEVICE
SIDE

DC supply

Dimension in mm
IP40 rating
Rail mount industrial 
strength single piece
Housing
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LABEL AREA 80 x 80
LABEL RECESS 0.3 mm
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LABEL AREA 87 x 24   LABEL RECESS 0.3 mm
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