MLG-UCT Series

Solid-Core Current Transformers

High accuracy AC current measurement

* UL recognized
* Precision burden resistor

SPECIFICATIONS

e Qutput 0.333 V at rated current

 Accuracy +-1% from 10% to 130% of
rated current

* Phase angle < 1 degree at 50% of
rated current

« Epoxy encapsulated housing
» Leads-8ft. twisted pair, 22 AWG

MLG-UCT RATED CURRENT DIMENSIONS (inches)

PIN (Amps) A B C
MLG-UCT-0300-000 0-30*
MLG-UCT-0300-005 5
MLG-UCT-0300-015 156 0.30 1.70 0.75
MLG-UCT-0300-020 20
MLG-UCT-0300-030 30
MLG-UCT-0500-000 0-60*
MLG-UCT-0500-015 15
MLG-UCT-0500-030 30 0.50 1.90 0.75
MLG-UCT-0500-050 50
MLG-UCT-0500-060 60
MLG-UCT-0750-000 0-100*
R MLG-UCT-0750-030 30
MLG-UCT-0750-050 50 0.75 2.10 0.75
MLG-UCT-0750-070 70
l MLG-UCT-0750-100 100
MLG-UCT-1000-000 0-200*
\_/ c MLG-UCT-1000-050 50
k 4 _f_ MLG-UCT-1000-070 70
MLG-UCT-1000-100 100 L 240 050
MLG-UCT-1000-150 150
MLG-UCT-1000-200 200
B MLG-UCT-1250-000 0-400*
MLG-UCT-1250-070 70
WHT MLG-UCT-1250-100 100
° MLG-UCT-1250-150 150
ONE TURN MLG-UCT-1250-200 200 1.25 2.70 0.80
CUSTOMER SUPPLIED § MLG-UCT-1250-250 250
MLG-UCT-1250-300 300
BLK MLG-UCT-1250-400 400
*Products with the 000 have no burden resistor, and the output voltage is clamped to 22 Volts.
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