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MLG-SCT Series
Split-Core Current Transformers - mV Output

FEATURES

e Qutput 0.333 V at rated current
e Linearity Accuracy +-1%

* Operates from 50Hz to 400Hz (1000Hz for MLG-
SCT 400 series)

* Phase angle <2 degrees (valid for 20A or higher)
* Rated accuracy at 10% to 130% of rated current
* Epoxy encapsulated housing
e 8ft. twisted pair leads c €
* Hinge guaranteed for 500 opening-closing cycles .

(for MLG-SCT 400 series) p—

. MLG-SCT DIMENSIONS (inches)
* UL recognized BEE
; PIN Amps A B c D
* Custom output and other parameters are available 200 { * J
005 5
010 10
H 01
MLG-SCT-0400 Series = -
N l MLG-SCT-0400 025 25 1.560| 1.000 | 0.400( 1.000 | 1.000
c 030 30
A )_'_ 040 40
B 050 50
\ 060 | 60
075 75
000 *
|'— Di—=] 005 5
B 010 10
015 15
E 020 20
025 25
LOAD MLG-SCT-0750 030 30 2.000(2.100/0.610]| 0.750 | 0.750
050 50
060 60
070 70
100 100
150 150
200 200
000 *
050 50
070 70
100 100
150 150
MLG-SCT-1250 200 200 325|335|100( 125 | 1.25
250 250
300 300
400 400
600 600
000 "
100 100
200 200
300 300
400 400
MLG-SCT-2000 500 500 475 | 5.00 | 1.20 | 2.00 | 2.00
o 0.399 800 800
& 0313 1000 | 1000
= 1200 1200
S o268 j W 1500 | 1500
P ONE TURN
E_ 0.189 CUSTOMER SUPPLIED ggg 4;0
g o Bk 600 | 500
0.066 | MLG-SCT-3000 800 800 575| 7.50 | 1.20 | 3.00 | 5.00
" /I 1000 1000
0O 20 40 60 80 100% 120 140 2000 | 2000
Percentage of Input Current 3000 3000
* Products with the 000 have no burden resistor, and the output voltage is clamped to 22 V.

Call Toll Free: 1-877-PQ-SOLNS (1-877-777-6567) or 303-805-5252 email: info@measurlogic.com

MEASURLOGIC www.measurlogic.com



